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SITE SPECIFIC _NOTES:

PROJECT DEPTHS AND SOUNDINGS ARE
REFERRED TO_LOW WATER DATUM OF 569.2
FEET. HORIZONTAL CONTROL 15 REFERRED
TO OHID NORTH ZONE.

PROJECT DEPTH IS 25.0 FEET IN_UPPER
BAY CHANNEL AND UPPER STRAIGHT CHANNEL,
22.0 FEET IN DOCK CHANNEL, AND

INLOWER STRAIGHT CHANNEL .

THE FILES USED IN THE PREPARATION OF
THIS DRAWING ARE ON DISK: HARBOR 2003
FILES: SAN2P03.DGN
SANO3P.DGN
SOUNDINGS TAKEN BY C. STRONG AND PARTY
ALL SOUNDINGS FOR SANDUSKY HARBOR

WERE TAKEN FROM JUNE 6, 2003
THROUGH JUNE 17, 2003.
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Survey
This file is the Project Condition 2003 sounding 

sheet 2 of 4 in the Sandusky Bay and shows the 

Eastern 3000 feet of the Upper Bay channel which 

is shoaled in on the west side when  coming from 

the Upper Straight Channel and then after 1100' 

both sides of the channel are shoaled in.  The 

Upper Bay Channel is at the project depth of 

25.0.




This file is the Project Condition 2003 sounding 

sheet 2 of 4 in the Sandusky Bay Lower Straight 

Channel.  the channel is at project depth 21.0' 

and shows shoaling mainly on the western side and 

middle of the channel.




This file is the Project Condition 2003 sounding 

sheet 2 of 4 in the Sandusky Bay at the upper end 

of the Upper Straight Channel to where it meets 

the Upper Bay and Lower Straight Channels. This  

channel shows the shoaling is mainly on the west 

edge and on the east edge at the junction of the 

Upper Bay channel.  The Upper Straight channel is 

at project depth 25.0'.




